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Explanation of Pictograms
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Manufacturer

Article number

Material (number)

Rx only

Caution: Federal law restricts this device to sale by or on the order
of a physician
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Hip Revision
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Hip Revision

In recent years, a considerable increase has been
observed in the number of cases of hip prosthesis
stem loosening with extensive, generally proximal,
femoral defects necessitating stem revision. This is
especially true among younger patients.

Cementless prosthesis stems with a microporous
surface have been shown to provide stable distal
fixation, and the implant evidently does not impede
remodeling (osteogenesis) in the proximal femur.
Nevertheless, some types of fully coated, non-
modular stems, in which material and design create
rigidity, tend to promote “stress shielding”.

Furthermore, they are often difficult to remove once
osseointegration has taken place. Nor do these stems
always offer solutions to problems which can arise
during a revision, e.g., compensation of proximal/
distal stem size differences, leg length discrepancies,
or setting of the correct antetorsion. These problems
can be overcome more advantageously with modular
hip stems that are also elastic.

30

Microporous structure
Pore size ~160 pm



System Description

LINK [@

System Description

The MP Reconstruction Stem is a modular,
cementless femoral stem made of Miatm-s
(titanium-aluminum-vanadium alloy).

Modular proximal and distal stem components make
it possible to adapt the system to the dimensions of
the medullary space. Ribbed, tapered stems reduce
rigidity through their material and design, and ensure
good primary fixation and rotational stability.

The microporous surface promotes bone ongrowth.
The proximal neck segment can be securely fixated
in the optimal antetorsion position. The leg length can
be corrected using proximal spacers.

The MP Reconstruction Stem is indicated for hip
revisions in cases requiring distal fixation and recon-
struction of the proximal femur with a cementless
implant due to extensive proximal bone loss.

This prosthesis stem has also proven to be a success
in revisions where a stem change became necessary
due to periprosthetic or distal fractures.

The MP stem can be used to good advantage in
primary implantations, for example in the treatment
of hip dysplasia, especially in cases where conven-
tional hip stems cannot guarantee the desired version
or leg length.

The stern components are assembled in the prepared
femur according to the modular principle.

Together with the fixation screw, the toothing on the
proximal end of the stem and in the neck segment al-
low very secure connection of the stem components
in comparison with a simple tapered coupling. The
upper section is threaded to take the special fixation
screw, which has an expansion-securing property.
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The neck segment is the proximal segment of the
modular prosthesis. Intramodular neck segments
with a microporous surface have a round cross-
section. But larger versions as a proximal bone sub-
stitute, with suture holes, are also available for the
treatment of proximal defects.

The 35 mm long neck segments are used in cases
where this makes it possible to preserve bone and
no stem extension is planned. The 65 mm long neck
segments are intended for the use of proximal
spacers, which are employed for leg length adjust-
ment if stem segments are driven in further than
originally planned.

There are standard neck segments and neck seg-
ments with additional lateralization of 2 mm in CCD
angles of 126° and 135° respectively.

The toothing in the neck segment interlocks with the
toothing on the end of the stem. Once the two seg-
ments are connected, the expansion bolt is used to
secure them.

This mechanism comprising neck segment/stem/
toothed connection allows precise and reliable
setting of the antetorsion to suit the requirements of
the individual patient, independently of the rotational
position of the stem in the femoral canal.

The determination and adjustment of the antetorsion,
leg length, and lateralization are performed as
described, without the need to loosen a tapered
connection or remove an already implanted stem
again.

Proximal spacers for leg length correction are
inserted between the proximal end of the stem and
the neck segment, if required. The 10 mm and 20 mm
high proximal spacers can be combined to give an
extension of up to 30 mm.

The toothing on the proximal spacers interlocks with
the corresponding toothing on the stem and neck
segment.

Expansion bolts - the components:

The stem (proximal spacers, if used) and neck segment
are connected with a short (41 mm) or long (61 mm)
expansion bolt, depending on the selected neck
segment length and the number of proximal spacers.

The expansion bolts securely fix the MP neck
segments to the modular MP prosthesis stems.

Important:

- 65 mm neck segments can be used with
proximal spacers.

- 35 mm neck segments must not be used
with proximal spacers.
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Important:

LINK implants and expansion bolts are designed
for single use only. They can never be reused
because the securing mechanism no longer
functions after a single use.

The torque wrench is supplied with a calibration
certificate, and must be subjected to a functional
test after 250 uses. To this end, the instrument
should be sent to Waldemar Link GmbH & Co. KG.

The torque wrench must never be used to loos-
en screw connections, as this could have a neg-
ative effect on its function.

Modular Components

¢ Prosthesis heads
- Aluminum oxide ceramic or CoCrMo alloy
- 28 and 32 mm head diameters with up to
4 head-neck lengths

* Neck segments
- Tifwtan titanium alloy
- 35 mm and 65 mm
- Standard and with suture holes
for prox. defects
- CCD angles 126° and 135°

- Standard or XXL
- Various sizes for different defect situations

¢ Proximal spacers (optional)
- EndoDur-S (CoCrMo) alloy
- Possible leg length correction: 10, 20, 30 mm

The prosthesis heads have an inner taper of 12/14 mm
and can be combined with the male 12/14 mm taper
of the MP neck segments. The different head-neck
lengths of the available prosthesis heads have an
influence on both the leg length and the lateralization.

LINK prosthesis heads are available in diameters of
28 mm and 32 mm. Other diameters are available on
request.

e Cementless prosthesis stems
- Tifwtan-S titanium alloy
- 6 stem lengths:
160, 180, 210, 250, 290, and 330 mm
- 7 diameters:
12, 14, 16, 18, 20, 22.5, and 25 mm

e Expansion bolts
- EndoDur-S (CoCrMo) alloy
- For securing the connection of the neck
segment, proximal spacer(s) and stem.
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Prosthesis heads A
BIOLOX delta*

4 head-neck lengths
@ 28, 32 mm

Prosthesis heads B
CoCrMo alloy

4 head-neck lengths
@ 28, 32 mm

* BIOLOX delta are products from
CeramTec GmbH, Plochingen,
Germany

Additional neck segments:
+8.6 - 10.6 mm

XXL Neck segments with suture
65+35mm  holes 65 + 35 mm

160 mm stem must only be used
with 35 mm neck segment and
without proximal spacers

06

Standard neck segments
65 + 35 mm

35 mm neck segments
must only be used with-
out proximal spacers

Proximal spacers
10 + 20 mm

Expansion bolts
Length 41 + 61 mm

160 mm

180 mm

210 mm

250 mm

290 mm

330 mm
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Prosthesis stems Prosthesis stems, cementless
-S
_ Size Prox. stem-@ | Dist. stem-& | Length
microporous mm mm mm
172-916/14 X S-1 14.0 12.0 160
172-916/16 X S-2 16.0 14.0 160
172-916/18 X S-3 18.0 16.0 160
172-916/20 X S-4 20.0 18.0 160
172-916/22 X S-5 22.5 20.5 160
172-916/25 X S-6 25.0 23.0 160
172-918/12 S-0 12.0 10.0 180
172-918/14 S-1 14.0 12.0 180
172-918/16 S-2 16.0 14.0 180
172-918/18 S-3 18.0 16.0 180
172-918/20 S-4 20.0 18.0 180
172-918/22 S-5 22.5 20.5 180
172-918/25 S-6 25.0 23.0 180
172-921/12 00 12.0 10.0 210
172-921/14 001 14.0 12.0 210
172-921/16 002 16.0 14.0 210
172-921/18 003 18.0 16.0 210
172-921/20 004 20.0 18.0 210
172-921/22 005 22.5 20.5 210
172-921/25 006 25.0 23.0 210
172-925/14 01 14.0 10.5 250
Important: 172-925/16 02 16.0 12.5 250
160 mm long stems must only be 172-925/18 03 18.0 14.5 250
used with short neck segments 172-925/20 04 20.0 16.5 250
and without proximal spacers. 172-925/22 05 225 19.0 250
210 mm stem with a diameter of 172-925/25 06 25.0 215 250
12 mm must not be used with 172-929/14 1 14.0 9.0 290
proximal spacers. 172-929/16 2 16.0 11.0 290
172-929/18 3 18.0 13.0 290
172-929/20 4 20.0 15.0 290
172-929/22 B 22.5 17.5 290
172-929/25 6 25.0 20.0 290
172-930/14 7 14.0 7.5 330
172-930/16 8 16.0 9.5 330
172-930/18 9 18.0 11.5 330
172-930/20 10 20.0 13.5 330
172-930/22 11 22.5 16.0 330
172-930/25 12 25.0 18.5 330
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Neck Segments

Standard Neck Segments

, taper 12/14 mm
micrrous Ler:r%th CCD angle
172-964/26 65 126°
172-964/35 65 135°
172-965/26 35 126°
172-965/35 35 135°
XXL Standard Neck Segments
(with 40 mm femoral axis offset)
, taper 12/14 mm
micrrous Ler:r%th CCD angle
172-984/26 65 126°
172-984/35 65 135°
172-985/26 35 126°
172-985/35 35 135°

Neck Segments with Suture Holes

, taper 12/14 mm
Length
microporous mm CCD angle
99-0984/30 65 126°
99-0984/32 35 126°

XXL Neck Segments with Suture Holes

, taper 12/14 mm
Length
microporous mm CCD angle
99-0984/26 65 126°
99-0984/28 35 126°
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Proximal Spacers
CoCrMo alloy

Length (mm)
172-950/10 10
172-950/20 20

Expansion Bolts
CoCrMo alloy

Length (mm)
172-947/38 41
172-947/58 61

Possible Combinations

Neck Segments Proximal Spacers Extension Expansion Bolts
Length (mm) 10 mm 20 mm mm Length (mm)
65 - - 0 41
65 10 - 10 41
65 - 20 20 61
65 10 20 30 61
35" - - - 41

1) Combination with proximal spacer(s) not possible.
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Instruments
Complete instrument set (incl. trays 1, 2, 3 and 4)
Set in 4 instrument trays, comprising:
134-010/00 Instrument tray 1, basic instrument set
134-020/00 Instrument tray 2, trial implants
134-030/00 Instrument tray 3, tapered reamers 160 - 250 mm
134-040/00 Instrument tray 4, tapered reamers 290 - 330 mm
Additional instruments, trays 5, 6, 7, 8 and 9
134-050/00 Instrument tray 5, tapered reamers, uneven, 160 - 250 mm
134-060/00 Instrument tray 6, tapered reamers, uneven, 290 - 330 mm
134-343/00 MP Reamers Core Lengths
134-344/00 MP Modular 160 mm
134-345/00 MP Reamers Long Stems
134-351/00 MP Reamers 330 mm
134-070/00 Instrument tray 7, trial stems 160 - 180 mm
134-080/00 Instrument tray 8, trial stems 210 - 250 mm
134-090/00 Instrument tray 9, trial stems 290 - 330 mm
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134-010/00 Instrument Tray 1, basic instrument set

12

|

7 8 9

|

17 16 15 14 13 12 11 10
Description
1 134-011/00 Instrument tray 1, empty, 485 x 253 x 80 mm
2 15-6053/00 T-handle, Hudson
3 134-105/00 Screwdriver, size 3.5 mm, Hudson
4 Adapter, optional
16-3283/01 Adapter, Hudson female / Jacobs male
16-3284/00 Adapter, Hudson female / AO male
16-3286/00 Adapter, Hudson female / Harris male
5 15-6037/00 Start drill
6 134-204/35 Reamer guide, for 65 mm neck segments
7 134-204/65 Reamer guide, for 35 mm neck segments
8 134-210/00 Inserter for stems
9 134-200/00 Tubular reamer, Hudson
10 134-140/00 Torque wrench, size 8 mm, 380 mm
11 134-216/00 Neck inserter / Screwdriver, hex 8 mm
12 130-600 Driver for prosthesis heads
13 134-215/00 Guide rod
14 64-8008/02 Hex screwdriver, size 3.5 mm
15 134-141/00 Insertion forceps for MP neck segments
16 134-215/01 Guide rod, short for MP stem, L 160 mm, @12 mm only
17 131-830/04 Taper cap
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Instruments

134-020/00 Instrument Tray 2, trial implants

1 2-5 6-9

| .

10-13 14 15 16 17

| LD

B

30 28-29 27 26 25 24 23 22 21 20
Description
1 134-021/00 Instrument tray 2, empty
2 175-928/11 Trial head, 28 mm, S
3 175-928/12 Trial head, 28 mm, M
4 175-928/13 Trial head, 28 mm, L
5 175-928/14 Trial head, 28 mm, XL
6 175-932/11 Trial head, 32 mm, S
7 175-932/12 Trial head, 32 mm, M
8 175-932/13 Trial head, 32 mm, L
9 175-932/14 Trial head, 32 mm, XL
10 175-936/11 Trial head, 36 mm, S
11 175-936/12 Trial head, 36 mm, M
12 175-936/13 Trial head, 36 mm, L
13 175-936/14 Trial head, 36 mm, XL
14  99-0984/33 Trial neck segment, 35 mm, 126° with suture hole
15 99-0984/31 Trial neck segment, 65 mm, 126° with suture hole
16 131-395/35 Trial neck segment, 35 mm, 135°
17 131-393/35 Trial XXL neck segment, 35 mm, 135°
18 131-396/35 Trial neck segment, 65 mm, 135°
19 131-394/35 Trial XXL neck segment, 65 mm, 135°
20 131-394/26 Trial XXL neck segment, 65 mm, 126°
21 134-100/61 Trial fixation screw, long
22  134-100/41 Trial fixation screw, short
23 131-396/26 Trial neck segment, 65 mm, 126°
24 131-393/26 Trial XXL neck segment, 35 mm, 126°
25 131-395/26 Trial neck segment, 35 mm, 126°
26 99-0984/27 Trial XXL neck segment, 65 mm, 126° with suture hole
27 99-0984/29 Trial XXL neck segment, 35 mm, 126° with suture hole
28 131-398/10 Trial proximal spacer, 10 mm
29 131-398/20 Trial proximal spacer, 20 mm
30 317-661 Threaded rod with slap hammer




Instruments lINK m

134-030/00 Instrument Tray 3, tapered reamers 160 - 250 mm
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

L] j

Description
1 134-031/00 Instrument tray 3, empty
2 134-600/00 Tapered reamer, @ 12 mm, for stem size 250 mm
3 134-600/01 Tapered reamer, @ 14 mm, for stem size 250 mm
4 134-600/02 Tapered reamer, @ 16 mm, for stem size 250 mm
5 134-600/03 Tapered reamer, @ 18 mm, for stem size 250 mm
6 134-600/04 Tapered reamer, @ 20 mm, for stem size 250 mm
7 134-600/05 Tapered reamer, @ 22.5 mm, for stem size 250 mm
8 134-600/06 Tapered reamer, @ 25 mm, for stem size 250 mm
9 134-500/00 Tapered reamer, @ 12 mm, for stem size 160 - 210 mm
10 134-500/01 Tapered reamer, @ 14 mm, for stem size 160 - 210 mm
11 134-500/02 Tapered reamer, @ 16 mm, for stem size 160 - 210 mm
12 134-500/03 Tapered reamer, @ 18 mm, for stem size 160 - 210 mm
13 134-500/04 Tapered reamer, @ 20 mm, for stem size 160 - 210 mm
14  134-500/05 Tapered reamer, @ 22.5 mm, for stem size 160 - 210 mm
15 134-500/06 Tapered reamer, @ 25 mm, for stem size 160 - 210 mm
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134-040/00 Instrument Tray 4, tapered reamers 290 - 330 mm

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

Description

1 134-041/00 Instrument tray 4, empty

2 134-800/00 Tapered reamer, @ 12 mm, for stem size 330 mm
3 134-800/01 Tapered reamer, @ 14 mm, for stem size 330 mm
4 134-800/02 Tapered reamer, @ 16 mm, for stem size 330 mm
5 134-800/03 Tapered reamer, @ 18 mm, for stem size 330 mm
6 134-800/04 Tapered reamer, @ 20 mm, for stem size 330 mm
7 134-800/05 Tapered reamer, @ 22.5 mm, for stem size 330 mm
8 134-800/06 Tapered reamer, @ 25 mm, for stem size 330 mm
9 134-700/00 Tapered reamer, @ 12 mm, for stem size 290 mm
10 134-700/01 Tapered reamer, @ 14 mm, for stem size 290 mm
11 134-700/02 Tapered reamer, @ 16 mm, for stem size 290 mm
12  134-700/03 Tapered reamer, @ 18 mm, for stem size 290 mm
13 134-700/04 Tapered reamer, @ 20 mm, for stem size 290 mm
14  134-700/05 Tapered reamer, @ 22.5 mm, for stem size 290 mm
15  134-700/06 Tapered reamer, @ 25 mm, for stem size 290 mm
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Instruments

Additional Instrument Set, tapered reamers 5 and 6, odd

134-050/00 Instrument Tray 5
Tapered reamers, odd

134-060/00 Instrument Tray 6
Tapered reamers, odd

160 - 250 mm 290 - 330 mm
2 4 7 8 9 10 11 2 3 4 5 6 7 8 9
l L] J | l }
[ ]
[ ] [ )
[ ) ®
[ ]
Description Description
1 134-051/00 Instrument tray 5, empty 134-061/00 Instrument tray 6, empty
2 134-500/07 Tapered reamer, @ 13 mm 134-700/09 Tapered reamer, @ 17 mm
for stem size for stem size 290 mm
160 mm - 210 mm 134-700/10 Tapered reamer, @ 19 mm
3 134-500/08 Tapered reamer, @ 15 mm for stem size 290 mm
for stem size 134-700/11 Tapered reamer, @ 21 mm
160 mm - 210 mm for stem size 290 mm
5 134-500/09  Tapered reamer, @ 17 mm 134-700/12  Tapered reamer, @ 24 mm
for stem size for stem size 290 mm
160 mm - 210 mm 134-800/09  Tapered reamer, @ 17 mm
7 134-500/10 Tapered reamer, @ 19 mm for stem size 330 mm
for stem size 134-800/10 Tapered reamer, @ 19 mm
160 mm - 210 mm for stem size 330 mm
9 134-500/11 Tapered reamer, @ 21 mm 134-800/11 Tapered reamer, @ 21 mm
for stem size for stem size 330 mm
160 mm - 210 mm 134-800/12 Tapered reamer, @ 24 mm
11 134-500/12  Tapered reamer, @ 24 mm for stem size 330 mm
for stem size
160 mm - 210 mm
4 134-600/09 Tapered reamer, @ 17 mm
for stem size 250 mm
6 134-600/10 Tapered reamer, @ 19 mm
for stem size 250 mm
8 134-600/11 Tapered reamer, @ 21 mm
for stem size 250 mm
10 134-600/12 Tapered reamer, @ 24 mm
for stem size 250 mm
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134-343/00 MP Reamers Core Lengths

1

|

2 4 6 8 10 12 14

1311 9 7 5 3

Description

1 134-343/01 MP Reamers core lengths, empty

2 134-518/12 Reamer, modular 12 mm 180 mm
3 134-518/13 Reamer, modular 183 mm 180 mm
4 134-518/14 Reamer, modular 14 mm 180 mm
5 134-518/15 Reamer, modular 15 mm 180mm
6 134-518/16 Reamer, modular 16mm 180 mm
7 134-518/17 Reamer, modular 17 mm 180 mm
8 134-518/18 Reamer, modular 18 mm 180 mm
9 134-518/19 Reamer, modular 19 mm 180 mm
10 134-518/20 Reamer, modular 20 mm 180 mm
11 134-518/21 Reamer, modular 21 mm 180 mm
12 134-518/01 Reamer, modular 22.5 mm 180 mm
13 134-518/24 Reamer, modular 24 mm 180 mm
14 134-518/25 Reamer, modular 25 mm 180 mm
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134-343/00 MP Reamers Core Lengths

16 18 20 22 24 26 28

|

27 256 23 21 19 17

Description
MP Reamers core lengths, empty
16| 134-521/12 Reamer, modular 12 mm 210 mm
17 134-521/13 Reamer, modular 13 mm 210 mm
18| 134-521/14 Reamer, modular 14 mm 210 mm
19| 134-521/15 Reamer, modular 15 mm 210 mm
20| 134-521/16 Reamer, modular 16 mm 210 mm
21 134-521/17 Reamer, modular 17 mm 210 mm
22| 134-521/18 Reamer, modular 18 mm 210 mm
23| 134-521/19 Reamer, modular 19 mm 210 mm
24| 134-521/20 Reamer, modular 20 mm 210 mm
25| 134-521/21 Reamer, modular 21 mm 210 mm
26| 134-521/01 Reamer, modular 22.5 mm 210 mm
27| 134-521/24 Reamer, modular 24 mm 210 mm
28| 134-521/25 Reamer, modular 25 mm 210 mm
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134-344/00 MP Modular 160 mm

1

|

2 3 4

.

|

B

23 22 21 19 17 1513 11 9 8 10 12 14 16 18 20

Description
1 134-344/01 MP Modular 160 mm, empty
2 99-0984/33 Trial Neck, with suture holes 35 mm 126°
3 99-0984/29 Trial Neck XXL, with suture holes 35 mm 126°
4 131-393/35 Trial Neck XXL 35 mm 135°
5 131-393/26 Trial Neck XXL 35 mm 126°
6 131-395/26 Trial Neck 35 mm 126°
7 131-395/35 Trial Neck 35 mm 135°
8 134-516/12 Reamer, modular 12 mm 160 mm
9 134-516/13 Reamer, modular 13 mm 160 mm
10| 134-516/14 Reamer, modular 14 mm 160 mm
11 134-516/15 Reamer, modular 15 mm 160 mm
12| 134-516/16 Reamer, modular 16 mm 160 mm
13| 134-516/17 Reamer, modular 17 mm 160 mm
14| 134-516/18 Reamer, modular 18 mm 160 mm
15| 134-516/19 Reamer, modular 19 mm 160 mm
16| 134-516/20 Reamer, modular 20 mm 160 mm
17| 134-516/21 Reamer, modular 21 mm 160 mm
18| 134-516/01 Reamer, modular 22.5 mm 160 mm
19| 134-516/24 Reamer, modular 24 mm 160 mm
20| 134-516/25 Reamer, modular 25 mm 160 mm
21 134-215/01 Guide Rod, short for MP stem D12 mm only 160 mm
22| 134-205/35 Reaming Guide for 35 mm neck segment
23| 131-830/04 Taper Cap
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134-345/00 MP Reamers Long Stems

1

|

3 5 7 9 11 13

1210 8 6 4 2

Description

1 134-345/01 MP Reamers Long Stems, empty

2 134-529/13 Reamer, modular 13 mm 290 mm
3 134-529/14 Reamer, modular 14 mm 290 mm
4 134-529/15 Reamer, modular 15 mm 290 mm
5 134-529/16 Reamer, modular 16 mm 290 mm
6 134-529/17 Reamer, modular 17 mm 290 mm
7 134-529/18 Reamer, modular 18 mm 290 mm
8 134-529/19 Reamer, modular 19 mm 290 mm
9 134-529/20 Reamer, modular 20 mm 290 mm
10| 134-529/21 Reamer, modular 21 mm 290 mm
11 134-529/01 Reamer, modular 22.5 mm 290 mm
12| 134-529/24 Reamer, modular 24 mm 290 mm
13| 134-529/25 Reamer, modular 25 mm 290 mm
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134-345/00 MP Reamers Long Stems

14 16 18 20 22 24 26

l

25 23 21 19 17 15

|

Description
MP Reamers Long Stems, empty
14| 134-525/12 Reamer, modular 12 mm 250 mm
15| 134-525/13 Reamer, modular 13 mm 250 mm
16| 134-525/14 Reamer, modular 14 mm 250 mm
17 134-525/15 Reamer, modular 15 mm 250 mm
18| 134-525/16 Reamer, modular 16 mm 250 mm
19| 134-525/17 Reamer, modular 17 mm 250 mm
20| 134-525/18 Reamer, modular 18 mm 250 mm
21 134-525/19 Reamer, modular 19 mm 250 mm
22| 134-525/20 Reamer, modular 20 mm 250 mm
23| 134-525/21 Reamer, modular 21 mm 250 mm
24| 134-525/01 Reamer, modular 22.5 mm 250 mm
25| 134-525/24 Reamer, modular 24 mm 250 mm
26| 134-525/25 Reamer, modular 25 mm 250 mm
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134-351/00 MP Reamers 330 mm
1 2 3456 7 8 9 10 11 12 13

]

Description

1 134-351/01 MP Reamers 330 mm, empty

2 134-533/13 Reamer, modular 13 mm 330 mm
3 134-533/14 Reamer, modular 14 mm 330 mm
4 134-533/15 Reamer, modular 15 mm 330 mm
5 134-533/16 Reamer, modular 16 mm 330 mm
6 134-533/17 Reamer, modular 17 mm 330 mm
7 134-533/18 Reamer, modular 18 mm 330 mm
8 134-533/19 Reamer, modular 19 mm 330 mm
9 134-533/20 Reamer, modular 20 mm 330 mm
10| 134-533/21 Reamer, modular 21 mm 330 mm
" 134-533/01 Reamer, modular 22.5 mm 330 mm
12| 134-533/24 Reamer, modular 24 mm 330 mm
13| 134-533/25 Reamer, modular 25 mm 330 mm

Additional Instrument

134-501/01 Reamer Driver Adapter
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Additional Instrument Sets

134-070/00 Instrument Tray 7,
trial stems 160 - 180 mm

134-080/00 Instrument Tray 8,
trial stems 210 - 250 mm

3 5 7 9 11 183 2 4 6 8 10 12 14
1 2 6 | 8 |10 |12 |14 1135 |7 9 |11 13 |15
¢ J l ¢ J l l
L4 ° ®
° ° ‘ °
[ ] ® ‘ [ ]
Description Description

1 134-071/00 Instrument tray 7, empty 1 134-081/00 Instrument tray 8, empty

2 134-900/14 Trial stem, @ 14 mm, 160 mm 2 99-0142/12 Trial stem, @ 12 mm, 210 mm

3 134-900/16 Trial stem, @ 16 mm, 160 mm 3 99-0142/14 Trial stem, @ 14 mm, 210 mm

4 134-900/18 Trial stem, @ 18 mm, 160 mm 4 99-0142/16 Trial stem, @ 16 mm, 210 mm

5 134-900/20 Trial stem, @ 20 mm, 160 mm 5 99-0142/18 Trial stem, @ 18 mm, 210 mm

6 134-900/22 Trial stem, @ 22.5 mm, 160 mm 6 99-0142/20 Trial stem, @ 20 mm, 210 mm

7 134-900/25 Trial stem, @ 25 mm, 160 mm 7 99-0142/22 Trial stem, @ 22.5 mm, 210 mm

8 99-0155/12 Trial stem, @ 12 mm, 180 mm 8 99-0142/25 Trial stem, @ 25 mm, 210 mm

9 99-0155/14 Trial stem, @ 14 mm, 180 mm 9 99-0143/12 Trial stem, @ 12 mm, 250 mm

10 99-0155/16 Trial stem, @ 16 mm, 180 mm 10 99-0143/14 Trial stem, @ 14 mm, 250 mm

11 99-0155/18 Trial stem, @ 18 mm, 180 mm 11 99-0143/16 Trial stem, @ 16 mm, 250 mm

12 99-0155/20 Trial stem, @ 20 mm, 180 mm 12 99-0143/18 Trial stem, @ 18 mm, 250 mm

13 99-0155/22 Trial stem, @ 22.5 mm, 180 mm 13 99-0143/20 Trial stem, @ 20 mm, 250 mm

14 99-0155/25 Trial stem, @ 25 mm, 180 mm 14 99-0143/22 Trial stem, @ 22.5 mm, 250 mm
15 99-0143/25 Trial stem, @ 25 mm, 250 mm
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Additional Instrument Sets

134-090/00 Instrument Tray 9,
trial stems 290 - 330 mm

Description

134-091/00

Instrument tray 9, empty

99-0144/14
99-0144/16
99-0144/18
99-0144/20
99-0144/22
99-0144/25

Trial stem, @ 14 mm, 290 mm
Trial stem, @ 16 mm, 290 mm
Trial stem, @ 18 mm, 290 mm
Trial stem, @ 20 mm, 290 mm
Trial stem, @ 22.5 mm, 290 mm
Trial stem, @ 25 mm, 290 mm

© 00 N o o~ W N =

— k)
N = O

-
w

99-0145/14
99-0145/16
99-0145/18
99-0145/20
99-0145/22
99-0145/25

Trial stem, @ 14 mm, 330 mm
Trial stem, @ 16 mm, 330 mm
Trial stem, @ 18 mm, 330 mm
Trial stem, @ 20 mm, 330 mm
Trial stem, @ 22.5 mm, 330 mm

Trial stem, @ 25 mm, 330 mm

23



24

Surgical Technique

LINK [@

Preoperative Planning

In the interests of quality assurance, preoperative
planning is advantageous and important, both in terms
of the surgical procedure and for determining suitable
prosthesis components for the particular situation. The
goal is the anatomically correct positioning of the center
of rotation, the correct leg length, and the preservation
or restoration of sufficient musculature by avoiding
medialization of the femur.

Attention to the anatomically correct CCD angle for
the particular situation and the head-neck length are
of majorimportance. The neck segments are available
with CCD angles of 126° and 135° and the prosthesis
heads with up to four head-neck lengths.

The suitable prosthesis size is determined with the aid
of X-ray templates. This is done by positioning the
templates on the X-ray or drawing in such a way
that it is possible to obtain both the necessary distal
fixation length of the prosthesis stem in the diaphy-
sis

and the proximal prosthesis length required to achieve
the anatomically correct leg length.

As a general rule, the prosthesis stem should be mea-
sured in such a way that a positive-fit anchoring of the
prosthesis is created over a length of at least 80 mm.
To this end, it is necessary to make allowance

for reaming of the cortical bone. The reduction of
the cortical wall thickness caused by the reaming
should not exceed 1.5 mm in the planning.

The basis for the planning should consist of two X-rays:
a full pelvic view and a mediolateral view of the hip to
be treated For the full pelvic X-ray, it is important to
ensure that:

1. Both femurs are depicted with sufficient length;

2. The femurs are parallel to each other and, if
possible, in about 5° internal rotation;

3. The gonads are shielded carefully, but so sparingly
that theimportant skeletal landmarks required for the
planning — inferior borders of the obturator foramen/
inferior borders of the pelvic teardrops — are not
concealed.

Measurements based on the X-rays must take into
account the distortion in the X-ray. This is deter-
mined by two factors (Fig. 1):

1) Focal distance
Focal point X-ray tube l«—X—>1 Film cassette
A focal distance of 100 cm leads to magnification
of the structures by about 10%.
The available X-ray templates are designed
accordingly.

2) Object distance
Femoral axis |l«—X—>1 Film cassette

Focal point X-ray tube

———

Focal distance

Object film

B RRRERRERRRRRR R

—

J (Cassette)

Fig. 1
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Procedure

First, geometrical measurements of the situation are
taken on the basis of the full pelvic X-ray. This can
be

done on the X-ray itself or with a suitable planning
software (Fig. 2). Alternatively, the skeletal contours
can be traced onto tracing paper (Fig. 3).

First, a horizontal reference line is drawn, e.g., at the
inferior border of the obturator foramen, then a vertical
reference line through the center of the pubic symphysis.
Taking these lines as a basis, all the other important
measurementsforthe pivot/head, leglength difference,
left/right femoral distances, distance between the
left/right muscle T lever arms, etc., are entered using

the parallel displacement technique.

This gives an overview, which also provides information
for the surgical procedure, e.g., transfer of dimensional
references to the bone, in the form of landmarks. It must
always be remembered, however, that the measure-
ments on the X-ray include a magnification effect, which
must be allowed for when the measurements are
transferred to the bone. If the magnification is 10%,
measurements taken from the X-ray must be divid-
ed by 1.1; e.g., 60 mm apparent + 1.1 = 54.5 mm
actual measurement.

Other magnifications must be similarly allowed for,
e.g., at 15% magnification a measurement of 60 mm
on the X-ray + 1.15 = 52.2 mm actual measurement.

Fig. 2

Once the dimensions have been entered, the X-ray
templates are used to select the best implant com-
ponents for the particular case.

The X-ray template is positioned in such a way that
the center of rotation of the head coincides with the
anatomical center of rotation as determined in the
drawing. When selecting the prosthesis compo-
nents, attention must also be paid to selecting items
which sufficiently correct any anatomical insufficien-
cies identified from the measurements.

In addition to the A-P full pelvic view X-ray, the medio-
lateral X-ray is used to determine the stem design and
size of the femoral prosthesis as seen from the side.

Fig. 3

The planned result becomes clearer when the
transparent sheet with the traced skeletal contours,
measurements, and sketched-in position of the
acetabular element is placed on top of the X-ray
and adjusted so that the femur in the X-ray is in the
desired outcome position in relation to the drawing
of the pelvis. This position is then traced onto the
tracing paper, preferably in a different color (Fig. 4).
The same procedure can also be performed using
planning software.
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The divergences on the planning documentation,
e.g., actual and planned positions of the femurs,
provide

the visual overview required both for surgical planning
and for precise selection of the prosthetic components
using the X-ray templates or for custom-designing
prostheses if necessary (Fig. 5).

Materials required:

1. Transparent paper

2. Transparent rule 1:1

3. Transparent protractor

4. Transparent radius/hole template
@ 24 1o 58 mm in 2 mm increments or suitable
planning software

Note:

Preoperative planning may be timeconsuming,
but the time spent results in better intra-operative
support and enhanced quality assurance.

Fig. 5

Fig. 6

Fig. 7
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The surgical instructions below for reconstructing
a damage hip joint using the MP Reconstruction
Prosthesis depict an idealized surgical situation.
However, every revision procedure has individual
particularities, and the surgeon decides during
the surgery which method can be expected to
achieve the most success in the current case.

Prosthesis Removal

In-situ implants and the bone cement must be
completely removed before implanting an MP
Reconstruction Prosthesis. When doing so, always
use the instruments specifically designed for the
implant being revised or the LINK revision instrument
set 130-698/01.

The medullary can be prepared in two ways:
Option 1:

using tapered reamers (see below Reaming of the
Medullary Canal with Tapered Reamers)

Option 2:
using modular spiral reamers (see page 28 Reaming
of Medullary Canal with Modular Spiral Reamers).

Option 1:

Reaming of Medullary Canal with Tapered Reamers
The reaming of the femoral canal begins with a tapered
reamer corresponding to the planned prosthesis stem
length (A), but with a diameter 1-2 sizes smaller than
the planned stem diameter; this does not apply when
using the smallest diameter (@12 mm 160 -250 mm).

The reaming depth is determined by the position of
the ring markings on the shaft of the tapered reamer.
The marking should be in relation to an anatomical
landmark on the bone, determined during the preop-
erative planning.

If no proximal spacers are used, the position of the
lower marking ring should be at the medial level of
the original femoral neck resection (Fig. 8). This land-
mark can be easily identified on the X-ray, enabling a
reference marking to be determined for the surgery.

Note:

The fourth ring is approximately at the level of the
tip of the greater trochanter, and the lower ring

a thumb’s breadth above the lesser trochanter —
always without the use of proximal spacers.

The tapered reamers should only ever be screwed into
the femoral canal as far as indicated by the position
of the marking ring to the specified landmark.

The reaming must be performed carefully. The tapered
reamer must not become hot to the touch.

For this reason, we urgently recommend performing
the reaming by hand.

The last tapered reamer is used to prepare the
medullary canal until contact is made with the end-
osteal cortical bone. The minimum contact height of
80 mm targeted for stable fixation of the prosthesis
stem in the bone must be verified intraoperatively by
means of radioscopic control (Fig. 8).

In addition, the surgeon can check whether contact
surface is sufficiently large when the last tapered
reamer is carefully removed clockwise. Bone par-
ticles on the tapered reamer shaft can provide
information on the reaming distance, which should
generally not be below 80 mm.

The last reaming step must always be performed
with a diameter identical to that of the implant stem.
For example, if an implant with @ 18 mm is used,
the last reaming step must be performed with a

@ 18 mm tapered reamer.

Proceed further to page 30 Insertion of the Prosthe-
sis Stem.

Reaming depth without proximal spacer(s)

80 mm contact with cortical bone

Fig. 8
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Option 2:

Reaming of Medullary Canal with Modular Spiral
Reamers

Reamers are chosen according to the planned hip
prosthesis stem length. Reaming must be performed
by hand. Assemble the reamer with the reamer driver
adapter and T-handle as shown (Fig. 9).

Fig. 9

Start with a reamer at least two sizes smaller than
the preoperatively planned stem diameter. Care-
fully ream progressively until adequate endosteal
engagement is achieved. The Distal Stem implant
size should match final Distal Reamer size in order
to obtain the desired press-fit of the implant. Care
should be taken that the reamer is always oriented
straight down into the femoral canal to avoid varus
positioning (Fig. 10).

Fig. 10
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Fig. 11

The depth of reaming should be determined by the
preoperative planning. Two lines on the reamer driver
adapter are used for orientation. The upper mark “T”
indicates the centre of rotation of the seated stem
construct without the use of spacers and +0 mm
head.

Thismarkis oriented atthetop ofthe greater trochanter.
The lower mark “C” indicates the proximal end of
the seated distal implant stem. This line should be at
the proximal end of the lesser trochanter (Fig. 11).

The +10 mm, +20 mm and +30 mm marks on the
adapter can be used as visual aids, in case spacers
are used.

Proceed further to page 30:
Insertion of the Prosthesis Stem

Fig. 12
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Insertion of the Prosthesis Stem

The selected MP stem (B), which corresponds to
the size of the last reamer used, is screwed tightly
to the inserter for stems (C).

The line marking on the stem identifies the side of
the stem which indicates the 3° angle (Fig. 15, center).
The orientation of the marking is used for a better
overview when inserting the stem. The arrow on the
striking surface now indicates where the angle of the
stem is. This makes it possible to insert the MP stem
into the femoral canal precisely aligned to the natural
curvature of the femur (Fig. 14).

The stem is then carefully driven in to the final depth
using a mallet. The final position must be verified by
means of radioscopic control (Figs. 15 and 16).

The MP stem must not be driven in deeper than
intended in the preoperative planning. Should it
prove impossible to achieve stable fixation of the
stem at the intended depth due to poor bone quality,
any shortening of the leg that results from driving

the stem in deeper can be compensated by using
proximal spacers of up to 30 mm (10 mm, 20 mm,
or 20 + 10 mm).

Intentional lengthening of the leg is also possible
with a proximal spacer (Fig. 13).

Secure fixation of the MP prosthesis stem in the
medullary canal is always given utmost priority.

Use of proximal spacers:

Leg length: =0mm =0 mm

=0 mm + 10 mm

Fig. 13
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Fig. 14

Fig. 15

Fig. 16
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Preparation of the Metaphyseal Medullary Space
If required, a special hollow reamer (134-200/00) is
used to prepare the implant bed for the neck seg-
ment (Fig. 18).

There are two guides and stops available for posi-
tioning the reamer on the in-situ stem. Their length
must be selected according to the neck segment
being used (Fig. 17).

Short reamer guide --> long neck segment (x)
Long reamer guide --> short neck segment (y)

The reamer guide can be screwed into the stem by
hand or using the hex screwdriver.

The reamer guide also serves as a stop to avoid the
teeth of the hollow reamer from coming into contact
with the edge of the lower portion of the stem.

Irrigation is recommended to avoid overheating
of the bone.

Fig. 17

Fig. 18
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Fig. 19 Fig. 20
K
P
Q
Fig. 21 Fig. 22

Trial Reduction

The guide rod (G), which simplifies positioning of the
trial neck segment (H) and, where used, the trial
proximal spacers, is screwed into the thread of the
implanted stem and fixed in place using a hex
screwdriver (K) (Fig. 19).

For the functional test, a trial neck segment (H) is
pushed over the guide rod (G) and onto the implanted
hip prosthesis stem by hand or insertion forceps (M)
(Fig. 20). The teeth inside the trial neck segment
must fit into the toothing on the stem.

The trial neck segment can be simply tested by
turning it backward and forward.

The final position of the neck segments is indi-
cated by the scale within the window of the neck
inserter. If the markings of the guide rod and neck
inserter touch, the window displays the spacer
height (Fig. 21):

- if no spacer is used, the reference is the ,0“ line.

- if spacers are used, the total spacer height is the
reference line (e.g., 10 mm spacers, the reference
line is ,10%).

The guide rod is removed and the neck fixed with
a trial screw (Q) using the hex screwdriver.

Use the short expansion bolt with no spacers or up
to +10mm.

Use the long expansion bolt with spacers between
+10mm and +30mm.

NOTE:

Usually, the acetabular cup is implanted before
the stem component so that trial reduction can
now be done.

Various Trial Heads (P) are used to check for optimal
offset rotation, correct leg length and adequate stability.
The range of motion is also checked in order to ex-
clude any impingement of bone or implant with the
acetabular cup and to prevent any instability (Fig. 22).

The trial components are removed.
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Leg Length and Lateralization

Leg length can be corrected by 10 mm, 20 mm, or
30 mm (combination of 10 mm and 20 mm proximal
spacers) by using trial proximal spacers (Fig. 23 + 24).

Fine tuning of the leg length and different lateralization
of the prosthesis stem can be achieved by selecting:

¢ Neck segment with 126° or 135° CCD angle (Fig. 23)
in standard neck length or XXL neck length (Fig. 24) or

¢ Trial head with suitable head-neck length

A long trial neck segment is obligatory when trial
proximal spacers are used.

Short trial neck segments must not be used with
trial proximal spacers (Fig. 23).

Fixation screws (trial + implant)
Proximal spacers (trial + implant)

Antetorsion

The antetorsion angle can be corrected by turning
the trial neck segment after loosening the fixation
screw. The desired position should then be marked
on the bone so that the final neck segment can be
positioned correctly.

Trial fixation screws

A short trial fixation screw is required if no trial
proximal spacer or a 10 mm trial proximal spacer
is used. If a 20 mm trial proximal spacer, or a
combination of a 20 mm and a 10 mm proximal
spacer, is used, then only the long trial fixation
screw may be used (Fig. 23).

Use of a Longer Trial Neck Segment

Replacing an originally used 35 mm trial neck segment
with a 65 mm trial neck segment can require the use of
the hollow reamer due to the longer tubular neck of the
65 mm segment.

Once the leg length, antetorsion and joint stability have
been checked, the trial prostheses can be removed.

61 mm
i 41 mm
Trial 10
mm
mm
20 20 10
mm mm mm
Fig. 23
Neck segments (trial + implant) Fig. 24
Proximal spacers (trial + implant)
Trial 10
mm
30 *
mm
20 10
20 65 mm 35 mm o o
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Final Assembly

Assembly of Neck Segment

Insert the guide rod (G) into the stem using the hex
screwdriver (Fig. 25). The neck segment is then slid
over the guide rod onto the stem either by hand or
by using the insertion forceps (M). The neck can be
driven into its final position with gentle hammer
strokes, using the neck inserter (K) (Fig. 27). If spac-
ers are used, they are slid over the guide rod before
inserting the neck segment. A marking made on the
bone during the trial run is used to align the neck
segment in the correct antetorsion position.

Only the 65 mm neck segment may be used in
combination with proximal spacers. A 35 mm
neck segment may only be used without proxi-
mal spacers.

It is imperative to ensure that the teeth of the proximal
stem interlock with the teeth of the proximal spacers or
(inthe absence of proximal spacers) the neck segment.
This can easily be checked by turning the neck segment
gently to and fro with the aid of the inserter. There must
be no bone particles or soft tissue between the teeth.

The secure seating of the neck segment is checked
with the caliper (K) in the same way as for the trial
implant (Fig. 25). The connection is secure if, when
no proximal spacers are used, the “0” mark on the
scale of the guide rod is visible in the “window” of
the caliper.

The “10”, “20”, or “30” scale marking must be visible
when 10 mm, 20 mm, or a combination of 10 mm
and 20 mm, proximal spacers are used.

The final position of the neck segments on the
prosthesis stem within the bone is indicated by the
scale within the window of the neck inserter. If the
markings of the guide rod and neck inserter touch,
the height of spacers used is shown in the window
of the neck inserter.

If no spacer is used the “0” line is referenced, if
spacers are used, the corresponding line of recon-
struction height of the spacers is used as reference.
E.g. if a 10 mm spacer is used, the reference line
is “10” (Fig. 27). The guide rod is removed and the
neck fixed with the expansion bolt, using the neck
inserter / screwdriver (K) (Fig. 28).

If no spacer(s) or up to +10 mm are used, the short
expansion bolt is used. If spacers are used from
+20 mm to +30 mm the long expansion bolt is
used.

Fig. 25

Fig. 26

Fig. 27

Fig. 28
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Expansion Bolts

The stem, proximal spacers if used, and neck segment
are connected with a short (41 mm) or long (61 mm)
expansion bolt (M), depending on the selected neck
segment length and the number of proximal spacers
(Fig. 29). The bolt fixes the MP neck segments
securely to the modular MP prosthesis stems.

LINK implants and expansion bolts can only be
used once. It is not possible to reuse them
because no expansion occurs when the bolt

is tightened a second time. The torque wrench
(N) is supplied with a calibration certificate and
separate instructions for use, and must be sub-
jected to a functional test after 250 uses.

To this end, the instrument should be sent to
Waldemar Link GmbH & Co. KG.

The torque wrench must never be used to
loosen screw connections, as this could have a
negative effect on its function.

Important:

There are two screw lengths available:

41 and 61 mm

- Use of the short screw (41 mm):
no proximal spacer or a 10 mm proximal
spacer

- Use of the long screw (61 mm):
a 20 mm proximal spacer or combination of a
10 mm and a 20 mm proximal spacer (30 mm
in total)

The screwdriver (K) (Fig. 27) is used to screw the
expansion bolt in all the way and tighten it gently.

The neck segment is then gripped by the taper using
the insertion forceps (M) and the expansion bolt is
tightened using the torque wrench (N).

Once the necessary torque is reached, the torque
wrench emits a loud snap.

A final trial reduction with a suitable trial head is then
performed to determine the final head-neck length.

The plastic sleeves (taper caps)
must be checked for damage
before use.

Fig. 29

The final prosthesis head is positioned on the carefully
cleaned and dried taper of the neck segment and
secured in place with a gentle blow on the inserter
(Fig. 30).

'4

Fig. 30
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Rod with slap hammer

Stem Extraction
Should it prove necessary to remove the MP stem
during the surgery or later revision, the inserter (P) is

0 mounted on the in-situ stem and screwed to the rod
with slap hammer (O).
The MP stem can be driven out of the medullary
canal safely by applying measured blows to the
upper stop with the slap hammer.

P Inserter for stems

MP stem

Fig. 31
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Accessories

Additional Instruments
(not included in instrument set)

unjlinn
Blade Chisel with Sheath, 250 mm -i_
I
Width Working length |
mm mm i (T4
65-1700/20 20 65 i i
65-1700/25 25 65 1 ¥
X-ray Templates
X-ray Templates
CCD angle Head-0 Neck length for stem length Set
mm mm
175-870/02 126° 32 Short (S) 160 7 plates
175-870/05 135° 32 Short (S) 160 7 plates
175-870/08 126° 32 Medium (M) 180 7 plates
175-870/11 135° 32 Medium (M) 180 7 plates
175-870/14 126° 32 Long (L) 210-330 7 plates
175-870/17 135° 32 Long (L) 210-330 7 plates

Cleaning and Care Instructions

Specific instructions for instruments are available on request from info@linkbio.com
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MEGASYSTEM-C Tumor and Revision System

The modular reconstruction system for tumor and
revision surgery, MEGASYSTEM-C, was developed
incooperationwith Prof. Dr. Capannaofthe Orthopedic
Traumatology Center of Florence.

The high degree of modularity of this system allows
both partial bone replacement in the proximal and
distal femur regions in 10 mm increments and also
customized total femur replacement. For knee
arthroplasty, the Endo-Model SL Knee Replace-
ment System is integrated in the MEGASYSTEM-C.
The modularity means that physicians are able to
respond flexibly to intraoperative situations as they
arise.

The incorporation of biomechanical loading and
anchoring principles plus the many years of experience
gained from the use of proven implant components
ensure a maximum degree of system reliability and
thus the best possible prospects for the surgical
outcome.

Maximum intraoperative flexibility thanks to highly
modular implant components, without the ex-
pense of a custom-made prosthesis
System-integrated thanks to compatibility with
standard implant systems (MP hip revision system
and Endo Model knee components)

Knee components based on the successful

Endo Model knee implants with many years of

clinical experience

Decades of experience with proven and clinically
successful coupling mechanisms

Cementable and cementless fixation stems
Intraoperative length adjustment in 10 mm steps
Microporous or CaP-coated implant surfaces

Simple, system-integrated instrument set
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Please note the following regarding the use of our implants:

Follow the instructions for use!
For detailed product information, including indications and contraindications, precautions and warnings, etc. please consult
the product’s Instructions For Use (IFU) prior to use.

g
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eifu.link-ortho.com
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The Surgical Technique document described has been written to the best of our knowledge and belief, but it does not relieve the surgeon
of their responsibility to duly consider the particularities of each individual case.
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Waldemar Link GmbH & Co. KG and/or other corporate affiliated entities own, use or have applied for the following trademarks in many
jurisdictions: LINK, BiMobile, BiPorEx, C.F.P., customLINK, directLINK, E-Dur, EndoDur, Endo-Model, Endo-Model SL, FlexiCones, GEMINI
SL, HX, LCU, LINK Embrace, LINK Endo-Model EVO, LINK OptiStem, LINK PorEx, LinkSymphoKnee, MEGASYSTEM-C, MIT-H, MobileLink,
Model Lubinus, MP, PlasmaLink, PorEx-Z, PoroLink, RescueSleeve, SPIl, SP-CL, SPAR-K, TiCaP, Tilastan, Toolbox, T.O.P., Trabeculink,
VACUCAST, X-LINKed.

Other trademarks and trade names may be used in this document to refer to either the entities claiming the marks and/or names or their
products and are the property of their respective owners.

41



US_2025-12_003 B MAR-00888 3.0

_MP_SurgTech_|

© LINK 667_MP_Sur

This publication is intended for distribution in the U.S. only.

ad Waldemar Link GmbH & Co. KG

Barkhausenweg 10 - 22339 Hamburg - Germany
Phone +49 40 53995-0 - info@link-ortho.com
www.link-ortho.com

LINK [@



