




	 right	 left

 6° Valgus positioning

4

XS (x-small)

60

65

75

L (large)

Notice:
Length specification incl. centralizers *

160

182

185

190
S (small)
M (medium)

L (large)

XS (x-small)

55

S (small)

M (medium)
XS (x-small)

M (medium)

L (large)

S (small)

28

30

34

14

120

XS (x-small)

160

S (small)

M (medium)

L (large)

* Centralizers are not included in prosthesis packing

Implants
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Endo-Model Rotating Hinge Knee Prosthesis
with LINK PorEx*  surface modification 

Replacement Sets – 
LINK PorEx* Rotating Hinge Knee Version

Same dimensions as models on pages 10 and 11.

T EndoDur (CoCrMo), EndoDur – S (CoCrMo)/LINK PorEx*, UHMWPE

f Size, Version
Width 
mm

(R) Radius** 
mm

15-9020/11 XS / right 55 17

15-9020/12 XS / left 55 17

15-9022/11 S / right 60 20

15-9022/12 S / left 60 20

15-9024/11 M / right 65 23

15-9024/12 M / left 65 23

15-9030/11 L / right 75 25

15-9030/12 L / left 75 25

** (R) Radius in the sagittal plane: Measured from the center of axis.

R

Required: Additional Instruments V02, see page 24.

Each package contains:
• Complete coupling mechanism,
• Bearing boxes,
• PE plateau and PE plateau anchoring screw.

Required: Additional Instruments V02, see page 24.

Each package contains: 
PE plateau and PE plateau anchoring screw.

* LINK PorEx: TiNbN = Titanium-Niobium-Nitride; surface modification (gold colour).

Endo-Model Replacement Sets: 
Rotating Hinge

T EndoDur – S (CoCrMo)/LINK PorEx*, UHMWPE

f Size

15-3027/10 XS

15-3027/11 S

15-3027/12 M

15-3027/13 L

Endo-Model Replacement Sets: 
Tibial Plateaus, Rotating Hinge

T CoCrMo/LINK PorEx*, UHMWPE

f Size

15-0037/17 XS

15-0037/14 S

15-0037/15 M

15-0037/16 L

12
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R

T EndoDur (CoCrMo), EndoDur– S (CoCrMo), UHMWPE

f Size, Version
Width 
mm

(R) Radius**
mm

15-2459/11 XS / right 55 17

15-2459/12 XS / left 55 17

15-2460/11 S / right 60 20

15-2460/12 S / left 60 20

15-2461/11 M / right 65 23

15-2461/12 M / left 65 23

15-2462/11 L / right 75 25

15-2462/12 L / left 75 25

** (R) Radius in the sagittal plane: Measured from the center of axis.

Each package contains: 
PE plateau and PE plateau anchoring screw.

Endo-Model Replacement Sets: 
Tibial Plateaus, Pure Hinge

T CoCrMo, UHMWPE

f Size

15-0027/40 XS

15-0027/41 S

15-0027/42 M

15-0027/43 L

Endo-Model Pure (Non-Rotating) Hinge Knee Prosthesis

Replacement Sets – 
Pure (Non-Rotating) Hinge Knee Version

Same dimensions as models on pages 10 and 11.

Each package contains: 
• Complete coupling mechanism,
• Bearing boxes,
• PE plateau and PE plateau anchoring screw.

Required: Additional Instruments V02, see page 24.

Endo-Model Replacement Sets: 
Pure Hinge

T EndoDur – S (CoCrMo), UHMWPE

f Version Size

15-0027/20 right XS

15-0027/21 right S

15-0027/22 right M

15-0027/23 right L

15-0027/30 left XS

15-0027/31 left S

15-0027/32 left M

15-0027/33 left L

Implants
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Ø 12 mm	 Ø 14 mm	 Ø 16 mm

T UHMWPE

f
Ø 

mm Size

15-2975/12 12 S

15-2975/14 14 M

15-2975/16 16 L

Endo-Model Centralizers, cemented *

* not included in prosthesis packing.

14
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A

B

H

B

* Important Information: 
	 Proximal tibial spacers – straight – must not be combined with each other!

Endo-Model Proximal Tibial Spacers, cemented, full *

 T UHMWPE

f Size
H

mm
A

mm
B

mm

15-2516/70 Set (3 ea.) consisting of:

15-2516/55 XS 5 55 42

15-2516/60 XS 10 55 42

15-2516/65 XS 15 55 42

15-2516/29 Set (3 ea.) consisting of:

15-2516/05 S 5 60 45

15-2516/10 S 10 60 45

15-2516/15 S 15 60 45

15-2517/29 Set (3 ea.) consisting of:

15-2517/05 M 5 65 45

15-2517/10 M 10 65 45

15-2517/15 M 15 65 45

15-2519/29 Set (3 ea.) consisting of:

15-2519/05 L 5 75 48

15-2519/10 L 10 75 48

15-2519/15 L 15 75 48

Implants
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f Basic Instrument Set

15-2529/50
Instrument Set
Basic Instruments, complete

05-2003/03 Standard Container, Aluminium, L= 575 mm, H= 175 mm, W= 275 mm

05-2001/03 Standard Container, Aluminium, N11, L= 575 mm, H= 100 mm, W= 275 mm

Basic Instrument Set 
for Endo-Model Pure (Non-Rotating) Hinge Knee Prosthesis

16
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7 5 3 8 12 9 13 11 10

1 4 2 9 15 146

1 15-2529/57 Instrument Tray, Stainless Steel, empty, lower, L= 550 mm, H= 50 mm, W= 265 mm

Femoral Resection Guides, with Swivel Axial for Rotating Hinge, Stainless Steel

2 15-2532/31 right S

3 15-2532/32 left S

4 15-2532/41 right M

5 15-2532/42 left M

6 15-2532/51 right L

7 15-2532/52 left L

8 15-2534/15 Threaded Rod with Handle, for Saw Guides and Trial Prostheses, Stainless Steel

9 15-2535/01 Trial Centralizer, Stainless Steel, Set of 3 pieces

Impactor Handle, for Femoral Components, Stainless Steel, PP, for Rotating Hinge

10 15-2537 S / M

11 15-2537/02 L

12 130-120 Bone Hook, with T-Handle, Stainless Steel, L= 210 mm

Impactor Handle, for Tibial Components, Stainless Steel, for Rotating Hinge

13 15-2538 S / M

14 15-2538/02 L

15 15-8035 Inserter Positioner, for Tibial Plateaus, Stainless Steel, for Rotating Hinge

Instruments
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102

1

3 4 8 6

11 12 13 5 9 7

Jacobs ChuckA-O

* Fittings:

1 15-2529/58 Instrument Tray, Stainless Steel, empty, upper, L= 550 mm, H= 50 mm, W= 265 mm

2 15-2533/04 Tibia Reamer, with Handle, Stainless Steel, S

3 322-145 Screwdriver, for Slotted Head Screws, Stainless Steel, L= 210 mm

4 15-2600 Bone Awl, Stainless Steel, L= 260 mm

5 335-182E Twist Drill, Stainless Steel, Ø 8.0 mm, Jacobs Fitting (E), Total L= 160 mm

Ball Reamers, Stainless Steel, Hudson Fitting (B), L= 250 mm

6 15-1133/02B Ø 10 mm

7 15-1133/03B Ø 12 mm

8 15-1133/04B Ø 14 mm

9 15-1133/05B Ø 16 mm

10 15-1133/06B Ø 18 mm

11 15-2542 Rasp, Stainless Steel, Femur

12 15-1037 Raspatory, Stainless Steel, L= 230 mm

13 15-2533/05 Tibia Reamer, with Handle, Stainless Steel, M/L

18
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1

2 3 4 5 6

78

1 15-2529/59 Instrument Tray, Stainless Steel, empty, L= 550 mm, H= 50 mm, W= 265 mm

2 15-2622 Rasp, Stainless Steel, L= 350 mm

3 175-600 Hex Screwdriver, Stainless Steel, hex 3 mm, L= 230 mm

4 317-586
Inserter/Extraction Forceps, for Fixation Pin with Ø 3.0 mm, Stainless Steel,  
Total L= 210 mm

Patella Glide Resection Guides, attachable to right and left Femoral Saw Guides, 
Stainless Steel

5 15-2530/01 S / M

6 15-2530/05 L

7 15-2536/10 Tibial Saw Guide, with Alignment Guide, S, M, L, Stainless Steel, for Rotating Version

8 317-585/65 Wire Pins, for Cutting Guides, Ø 3.0 mm, Stainless Steel, L= 65 mm

Instruments
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f For Implant Size: XS

15-2529/65
Instrument Set
Additional Instruments, complete

05-2001/03
15-2529/66

Standard Container, Aluminium, N11, L= 575 mm, H= 100 mm, W= 275 mm
Instrument Tray, Stainless Steel, empty, L= 550 mm, H= 50 mm, W= 265 mm

15-8035/01 Inserter Positioner, for Tibial Plateaus, XS, Stainless Steel, for Rotating Hinge

15-2536/09 Tibial Saw Guide, with Alignment Guide, XS, Stainless Steel, for Rotating Version

15-2534/94 Trial Tibial Prosthesis, Stainless Steel, XS, Rotating Hinge

15-2515/00 Tibial Trial Spacer, Stainless Steel, XS, Set of 3 ea., Polyamide, black

Femoral Resection Guides, with Swivel Axes, Stainless Steel, for Rotating Hinge

15-2532/29 right XS

15-2532/30 left XS

15-2530/00
Patella Glide Resection Guide, attachable to right and left Femoral Saw Guides, 
Stainless Steel, XS

15-2537/03 Impactor Handle, for Femoral Components, Stainless Steel, XS, PP, for Rotating Hinge

15-2533/03 Tibia Reamer, with handle, Stainless Steel, XS

Femoral Trials, Stainless Steel

15-2534/03 right XS

15-2534/04 left XS

Complementary Instrument Set 
for Endo-Model Pure (Non-Rotating) Hinge Knee Prosthesis – Size „x-small“
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* Instruments for implant size “x-small” see page 20.

f With Trial Prostheses

15-2529/85
Instrument Set
Trial Protheses, complete

05-2002/03
15-2529/81

Standard Container, N21, L= 575 mm, H= 130 mm, W= 275 mm
Instrument Tray, Stainless Steel, empty, L= 550 mm, H= 50 mm, W= 265 mm

Femoral Trials, Stainless Steel *

15-2534/07 right S

15-2534/08 left S

15-2534/19 right M

15-2534/20 left M

15-2534/25 right L

15-2534/26 left L

Tibial Trials Prosthesis, Stainless Steel, Rotating Hinge *

15-2534/95 S

15-2534/96 M

15-2534/97 L

Tibial Trial Spacers, Set of 3 ea., Polyamide, black

15-2515/01 S

15-2515/02 M

15-2515/03 L

Complementary Instrument Set 
for Endo-Model Pure (Non-Rotating) Hinge Knee Prosthesis – Trial Prostheses

Instruments

21

Instruments



Hudson Harris Jacobs ChuckA-O Trinkle

* Fittings:

f Complementary Instrument Set

15-2589/11
Instrument Set
Basic Instruments, complete

05-2002/03 Standard Container, N21, L= 575 mm, H= 130 mm, W= 275 mm

For the implantation of an Endo-Model Pure Hinge Knee, the basic instrument set for the Endo-Model 
Rotating Hinge Knee System (Item. no. 15-2529/50) is required.

Complementary Instrument Set 
for Endo-Model Pure (Non-Rotating) Hinge Knee Prostheses
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1 15-2589/04 Instrument Tray, Stainless Steel, empty, L= 550 mm, H= 50 mm, W= 265 mm

Tibial Trial Prostheses, Stainless Steel, for Pure Hinge
2 15-2587/31 L
3 15-2587/32 M
4 15-2587/33 S
5 15-2587/34 XS
6 15-2042 Inserting Forceps, Stainless Steel, Total L= 215 mm
7 15-2596 Trial Axle, for Pure Hinge, Stainless Steel, L= 250 mm

8 15-2587/40 Coupling Jig, all sizes, Stainless Steel, for Femoral Component and Tibial Trials, 
Total L= 250 mm

9 15-2540 Threaded Rod, for Inserting the Axle, for Pure Hinge, Stainless Steel, L= 205 mm
10 15-2550 Screwdriver, for Slotted Head Screws, for Pure Hinge, Stainless Steel, L= 198 mm

1 15-2589/06 Instrument Tray, Stainless Steel, empty, L= 550 mm, H= 50 mm, W= 265 mm
2 15-2586 Inserter Positioner, for Tibial Components, for Pure Hinge, Stainless Steel, L= 420 mm
3 15-2588/01 Inserter Positioner, for Tibial Trial, Stainless Steel, all sizes
4 151-013/00 Drill Guide, XS/S/M, Stainless Steel, Pure Hinge
5 151-013/01 Drill Guide, L, Stainless Steel, Pure Hinge
6 15-0036/52 Inside Pusher, Stainless Steel, for Tubular Reamer
7 15-2582/15 Tubular Reamer, Stainless Steel, Ø 15 mm, Hudson Fitting (B)

2 41 3 5 6 7

1 2 3 4 5 7 96 8 10

Instruments
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64-8008/02
Hex Screwdriver with metal handle, 
Stainless Steel, Ø SW 3.5 mm, 
Total L= 250 mm

15-2544
Separate Rod for removal of the 
rotating bushing version V02, Stainless Steel, 
L= 210 mm

15-2545
Torque Wrench, hex 2.5 mm, Stainless Steel, 
Total L= 205 mm

10-5373/01
Hex Screwdriver with metal handle, hex 2.5 mm, 
Stainless Steel, Total L= 180 mm

Additional Instruments V02 Coupling Mechanism
for Endo-Model Rotating Hinge Knee Prostheses (Monoblock) and 
Endo-Model – M (Modular) 

24
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T-axis (cross) without removal of implants

In case of a damaged joint mechanism of an implanted prosthesis or in case of joint instability provided 
that the implant components are well fi xed, the Total Knee System offers the following solutions:

• Exchange of the bushing of a Rotating Hinge Knee Prosthesis

• Complete exchange of the T-axis (cross joint), if a Rotating Hinge Knee with an anti-luxation device
    for a Pure Hinge Knee is indicated. In the latter case, the tibial components must be replaced, however.

• Exchange of the axis or the polyethylene bearings in a Pure Hinge Knee Prosthesis.

More information about
Endo-Model Bushing Exchange 
available on request.

Special Instrument Set for Bushing Exchange Instruments, Rotating Hinge

Instruments
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Endo-Model 

Rotating Hinge Knee Prosthesis
with patella flange

Endo-Model 

Pure (Non-Rotating) Hinge Knee Prosthesis
with patella flange

Surgical Technique

Z1 
Modified Payr medial approach.

The skin and fascia are incised with the knee slightly 
flexed. The infrapatellar branch of the saphenous 
nerve is resected to allow exposure of the saphenous 
nerve within the plane of the incision. The distal por-
tion of the vastus medialis is mobilized. The medial 
patellar retinaculum is divided, and the capsule and 
synovial membrane are then divided in the plane of 
the incision. The suprapatellar pouch is opened with 
a crescentic incision coursing superiorly and medially. 
Knee flexion is increased and the patella is shifted 
laterally to open the anterior knee.

The femoral condyles are mobilized by dissecting 
the following structures in this order:

1. Medial collateral ligament 
2. Cruciate ligaments 
3. Lateral collateral ligament

The posterior capsular ligaments are carefully  
mobilized.

Approach

Endo-Model Design:
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Endo-Model Rotating and Pure (Non-Rotating) Hinge Knee Prostheses
with patella flange and anti-luxation device



A

B

Surgical Technique

Z2
A rein placed posteriorly around the condyles 
helps to stabilize the femur when the knee is 
flexed.

Z3
Osteophytes are removed to restore the physiologic 
contour of the condyles.

Z4 
The width of the condyles determines which size 
of knee prosthesis to select (A).

The red line indicates the axis resulting from the 
initial opening of the femoral canal. The blue line 
indicates the axis of the femur and the final posi-
tion of the stem of the femoral component (B).

Opening
For Endo-Model Rotating Hinge and Pure (Non-Rotating) Hinge Knee Prostheses
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Surgical Technique

Z5 
To initially open the femoral canal, the bone awl 
is placed at the lowest point (red) of the trochlear 
groove in the patello femoral joint. The point lies at 
the tip of the intercondylar fossa.

Z6 
The femoral canal is opened with an 8 mm twist 
drill at the point previously marked.

Z7 
The femoral canal is carefully widened with a ball 
reamer.

Z8 
The femur rasp is used to adjust the opening, made 
with the twist drill and ball reamer, to fit the shape 
of the femoral stem.

28



A

B

C

D

E

Surgical Technique

F1 
The femoral saw guide corresponds in shape to the 
portion of the femoral component that will lie within 
the bone (A).

To keep it centered within the canal, the tip of the 
stem of the femoral saw guide is equipped with a 
metal centralizer available in different sizes corre- 
sponding to the diameter of the femoral canal. The 
centralizer serves as a placeholder, simulating 
the polyethylene centralizer on the implant (B).

The femoral saw guide is advanced until its box 
is in contact with the condyles. The rotational 
adjustment is correct when the anterior groove 
of the resection box matches the trochlear groove 
when viewed from above (C).

F2
Anterior and bilateral femoral osteotomies are per-
formed with the oscillating saw along the surface 
of the box (D).

The resected bone at the junction of the condyles  
and the femoral diaphysis should be carefully os-
teotomized step by step. This should allow the box 
of the femoral saw guide to be inserted up to the 
level of the condyles after the resected bone has 
been removed with a lambotte osteotome (E).

Femur Preparation
For Endo-Model Rotating Hinge and Pure (Non-Rotating) Hinge Knee Prostheses

29



F

Surgical Technique

F3 
The anterior femoral canal must be adapted to 
accommodate the slight angle between the anterior 
surface of the intracondylar box and the stem of 
the femoral saw guide, and the corresponding angle 
in the prosthesis. To do this, the cancellous bone 
posterior to the patellofemoral joint is hollowed out 
in retrograde fashion with the oscillating saw.

F4 
Hollowing out the bone as described creates a 
step-off in the cancellous bone proximal to the 
articular surface. This step-off must be removed with 
the reamer or rasp. If the step-off is not removed, the 
anterior surface of the box of the femoral saw guide 
will not fit tightly against the anterior bone. This will 
create a gap anteriorly between the physiologic 
trochlear groove and its prosthetic continuation.

F5 
The femoral canal is intentionally opened far pos-
teriorly first (Fig. F, red point). The inserted femoral 
guide must then be shifted anteriorly (Fig. F, blue 
point) until the stem of the femoral saw guide (locked  
in extension) is aligned with the distal femur (Fig. G, 
blue position of femoral saw guide), so as to prevent 
hyperextension.

30
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Surgical Technique

F6 
If proper axial alignment of the femoral saw guide  
cannot be achieved after steps F3 to F4 have been  
performed, the femoral saw guide will have to be  
shifted further anteriorly. This requires resection of 
more bone from the intracondylar portion of the 
trochlear groove. A lambotte osteotome impacted 
into the bone can be used to define the extent of 
the osteotomy. The impacted osteotome also guides 
the saw blade until the saw has cut a groove in the 
bone. It is important to perform the resection grad-
ually, verifying proper alignment of the axis of the 
femoral saw guide with the axis of the femur.

After this additional resection, the steps of hollowing 
out the cancellous bone proximal to the trochlear 
groove and removing cancellous bone from the 
anterior portion of the femoral canal proximal to 
the joint must be repeated. 

F7-a 
The box of the femoral saw guide is advanced into 
the bone until the contour of the anterior groove of 
the saw guide is congruent with the trochlear groove 
in the patello femoral joint. The femoral saw guide is 
fixed with two fixation pins. The condyles are then 
adapted to match the curved surface of the resec-
tion box.

F8-a 
The patella glide resection guide is attached to the 
saw guide and the anterior surface of the distal fe-
mur is resected to fit the shape of the implant.
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Surgical Technique

F9-a 
The remaining anterior edge is rounded off with 
a rasp. Residual cartilage should be removed.

F12-a 
The trial prosthesis is inserted into the femoral canal 
to check the resection. Once the femoral preparation 
is complete, the femoral component can already be 
cemented in at this stage. This avoids accidental frac-
ture of the femoral condyles during the operation.

32

F10-a 
In sclerotic bone, it is a good idea to achieve a 
slight curvature of the inner edges of the condyles 
to match the interior contour of the implant between 
box and flanges. Soft cancellous bone will conform 
to the interior contour of the flanges; sclerotic bone 
must be shaped to fit. Where the medial femoral 
condyle is sclerotic, cement retention holes are 
drilled to improve implant fixation.

F11-a 
A cylindrical bone plug is inserted into the proximal 
femur to seal the femoral canal. The bone plug is 
advanced to a depth corresponding to the length 
of the stem of the femoral component. This bone 
plug helps to achieve hemostasis in the proximal 
medullary canal. It seals the canal when the cement 
is later injected during implantation of the femoral 
component.



A

B

C

Surgical Technique

T2 
The tibial canal is marked with a broach at the  
junction between the anterior and middle thirds 
of the sagittal diameter of the tibial surface, im-
mediately anterior to the intercondylar eminence. 
The point described lies above the center of the 
medullary canal of the tibia. An 8 mm-twist-drill (A) 
is used to open the tibial canal. The tibial canal is then 
carefully enlarged distally with a ball reamer (B). To 
seal off the distal tibial canal, autologous cancellous 
bone is pressed deep into the tibial canal with an 
impactor, down to a point inferior to the tip of the 
tibial component stem (C).

T1
Next, the tibia is exposed. The hand on the 
opposite side to the approach is placed in the 
popliteal fossa with the thumb abducted, while 
the other hand grasps the ankle anteriorly. Applying 
traction and shear force with the hands with slight 
external rotation exposes the proximal tibia.

Tibia Preparation
For Endo-Model Rotating Hinge and Pure (Non-Rotating) Hinge Knee Prostheses
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D

E

F
G

Surgical Technique

T3 
The intercondylar eminentia is removed down 
to the level of the intact tibial plateau to create 
a reference plane for measuring the bone to be  
resected.

T5
The alignment guide is removed from the saw guide 
to determine rotational alignment.

The mark on the metal plateau of the tibial saw guide  
and the horizontal part of its anterior alignment rod 
will indicate an area between the middle of the tibial 
tuberosity and its medial margin (F). The second 
digital ray of the foot should exhibit external rotation 
between 0° and 10° (G).

The rotational alignment of the tibial component  
corresponding to the mark on the metal plateau is 
best marked on the anterior cortex of the proximal 
tibia by a small notch made with a narrow bone  
rongeur (F).

T4 
The tibial saw guide is inserted into the tibial canal,  
and aligned with the axis of the tibia in the median  
lateral plane and coronal plane. The height of the 
tibial saw guide is adjusted such that 10 mm can 
be resected. This resection level corresponds to the 
thickness of the thinnest portion of the implant’s 
polyethylene plateau (D).

To achieve a correct cutting geometry, sawblades 
with a thickness of 1.24 mm or 1.27 mm must be 
used!

After the tibial saw guide is removed, the osteotomy  
is deepened. The resected bone is mobilized and 
sharply dissected off the posterior capsule with an 
osteotome (E).
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E A

Surgical Technique

Implantation
For Endo-Model Rotating Hinge Knee Prosthesis (Fig. I1-a to I9-a)
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T6 
The tibial broach, which is shaped like the tibial stem  
of the implant, is used to shape the tibial canal. The  
anterior pin on the rasp is aligned with the notch made 
in the proximal tibia. The tibia reamer is successively  
driven in and withdrawn until it can be inserted down 
to the level of the resection plane.

I1-a 
Optionally, trial femoral and tibial prostheses can 
be inserted and coupled for trial reduction.

Deficits in flexion and extension gap are balanced 
by using femoral segments or proximal tibial spacers.

I2-a 
It is now important to verify correct sagittal and 
rotational alignment of the implant before cementing 
the implant components in place:

A	 hyperextension
B	 impaired extension
C	 external hyperrotation
D	 internal hyperrotation 

must be corrected.

Figures E and F show correct axial alignment of the 
seated implant.

B



CAUTION:
The tibial component may only be cemented 
without the polyethylene plateau remove where 
the trial screw has been inserted to a maximum 
depth.

Trial Screw  
(flattened screw 

head)

Surgical Technique

36

I3-a 
Once it has been verified that the implant is cor-
rectly positioned, the centralizer is mounted and 
the components are individually cemented in place. 
It is recommended that the femoral component 
is normally implanted with 80 g of bone cement. 
Excess cement at the sides is removed.

I4-a 
The plastic strip that protects the joint mechanism 
from the entry of cement is removed. The strip 
should be pulled posteriorly. 

I5-a 
Before the tibial component – with the mounted 
centralizer – is cemented with at least 40 g of bone 
cement, the tibial canal is sealed with a bone plug. 
Note the marked rotational position when aligning 
the implant.

To remove the polyethylene plateau, the trial screw is 
removed and the plateau taken off of the metal tibial  
tray using the tibial plateau introducer. Subsequently,  
the trial screw is reintroduced until it stops in the metal  
plateau. This is necessary to prevent cement from 
entering the threaded hole in the metal plateau.

Excess cement is removed.



CAUTION:
The self-locking fixation screw must only be used 
during the final assembly of the plateau. Loosen- 
ing the fixation screw destroys the screw retention 
system in the polyethylene plateau, and a new 
plateau must then be inserted.

H

Surgical Technique
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G

I6-a 
Before the cemented components are fitted together,  
the polyethylene plateau still has to be removed from  
the tibial metal tray. With the knee flexed, the femo-
ral component is inserted onto the pin of the tibial 
component.

I7-a 
To insert the polyethylene tibial plateau, the femoral 
component is lifted slightly. The tibial plateau is then 
inserted from an interior direction between the proxi-
mal and distal component of the prosthesis (G).

Care should be taken to ensure that the chamber of 
the plastic plateau merges with the flange of the fe-
moral component, and that the dovetail recess on 
the underside of the plastic plateau snaps into the 
marginal groove on the metal tibial tray (H).

I8-a 
The polyethylene plateau is secured in place on the 
metal tibial tray with the self-locking fixation screw.

Self-locking Screw  
(round screw head)
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B

B

C

D

D

E

medial

Surgical Technique

I9-a 

The implanted Endo-Model Rotating Hinge Knee 
Prosthesis should allow up to 90° of flexion, depen-
ding on the soft tissue structures. In extension, a 
resilient extension impairment of approximately 5° is 
optimal. This extension impairment helps to ensure 
secure contact between the two prosthesis compo-
nents.

I1-b 
After the femur has been prepared to receive the 
femoral component, the polyethylene bearings (A) 
are removed from the box of the femoral component
and replaced with trial bearings (B). This takes place
with special applying forceps (C). Later, the trial 
bearings are replaced with the final bearings.

I2-b 
The introducer (D) is inserted into the femoral com-
ponent. The drill guide must lie medially.

The cylindrical portion of the shank of the introducer,
opposite the drill guide, is first inserted into the medial
bearing. Once the moveable spacer on the shaft of
the instrument has been inserted into the intracondylar
opening, the introducer is locked in the box of the 
femoral component by tightening the knurled-head 
screw (E).

Implantation
For Endo-Model Pure (Non-Rotating) Hinge Knee Prosthesis (Fig. I1-b to I12-b)
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I3-b 
A cylinder of bone is placed as a cement restrictor 
to seal the end of the femoral canal, and the femoral 
component – including the mounted centralizer – is 
implanted with at least 80 g of bone cement. Excess 
bone cement is removed.

I4-b 
After the bone cement has hardened, a cylinder of 
bone is harvested from the medial condyle with the 
trephine and removed from the reamer for use later 
on in the procedure.

I6-b 
The femoral and tibial components are connected. 
The pin (F) on the coupling of the tibial trials is in-
troduced into the lateral trial bearing and locked 
with the coupling jig (G).

I5-b 
The tibial trial component is advanced into the pre-
pared tibial canal with the inserter.
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CAUTION:
The open bearing must be placed medially, as 
the prosthesis axle is introduced medially.
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Surgical Technique

I8-b 
The tibial component including the mounted centra-
lizer is implanted with at least 40 g of bone cement. 
Correct rotation is maintained with the inserter (H) 
while distal pressure is applied to the implant. 
Excess bone cement is removed.

I7-b 
Correct seating of the prosthesis components with
respect to axial alignment, rotation, and sufficient 
extension and flexion should be verified. In certain 
cases, additional tibial resection may be required or
a spacer should be used.
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I9-b
 Finally, the trial bearings are replaced by the final 
bearings with the applying forceps (I).
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I10-b
 The tibial component is fitted into the femoral com-
ponent and brought into the correct position using 
the trial axle (J). A test run is performed.

Both prosthesis components are then locked by 
the final prosthesis axle (K) attached to the threaded
rod (L). A set screw (M) tightened firmly into the 
threaded hole in the axle secures the position of 
the axle.

I11-b
To prevent the screw from loosening, the end of the 
threaded hole above the set screw is sealed with a 
bit of bone cement. The cylinder of bone that was 
removed with the trephine is reinserted into the 
medial femoral condyle.

I12-b 
Finally implanted: 
Endo-Model Pure (Non-Rotating) Hinge Knee 
Prosthesis.
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15-2599/01
X-ray Templates for 
Endo-Model Rotating Hinge and Pure 
(Non-Rotating) Hinge Knee Prostheses 
110% actual size, 
1 set of: x-small, small, medium, large

131-250/23
T-handle for inserter, 70 mm

131-250/26
Inserter for intramedullary plugs, graduated,
355 mm (2 pieces)
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For more information please register for our LINK Media Library (https://www.linkorthopaedics.com/us/)
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Please note the following regarding the use of our implants:

Follow the instructions for use!
For detailed product information, including indications and contraindications, precautions and warnings, etc. 
please consult the product’s Instructions for Use (IFU) prior to use.
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The Surgical Technique described has been written to the best of our knowledge and belief, but it does not relieve the surgeon of their 
responsibility to duly consider the particularities of each individual case.

Products shown in this document may not be available in your country. The product availability is subject to the approval and/or registration 
regulations of the respective country. Please contact Waldemar Link GmbH & Co. KG if you have questions about the availability of LINK 
products in your country.

Waldemar Link GmbH & Co. KG and/or other corporate affiliated entities own, use or have applied for the following trademarks in many  
jurisdictions: LINK, BiMobile, SPII, Modell Lubinus, E-Dur, EndoDur, T.O.P. II, BetaCup, CombiCup PF, CombiCup SC, CombiCup R, 
MobileLink, C.F.P., LCU, SP-CL, LCP, MIT-H, Endo-Model, Endo-Model SL, MP, MEGASYSTEM-C, GEMINI SL, SPAR-K, LCK, HX, TiCaP, 
X-LINKed, PorAg, LINK PorEx, BiPorEx, PorEx-Z, TrabecuLink, Tilastan, customLink, RescueSleeve, VACUCAST.

Other trademarks and trade names may be used in this document to refer to either the entities claiming the marks and/or names or their  
products and are the property of their respective owners.

eifu.link-ortho.com

Important Information



©
 L

IN
K

  •
 7

11
1_

E
nd

o-
M

od
el

_S
ur

gT
ec

h_
us

_2
02

6-
04

_0
05

  
M

A
R

-0
16

18

This publication is intended for distribution in the U.S. only.

  Waldemar Link GmbH & Co. KG
Barkhausenweg 10 · 22339 Hamburg · Germany
Phone +49 40 53995-0 · info@link-ortho.com
www.link-ortho.com


